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F1050R.2.9/L436JDP-HXP TECHNO - Load Diagram
LOAD DIAGRAM HYDRAULIC EXSTENSIONS WITH LIFTING MOMENT LIMITING DEVICE
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F1050R.2.4-HXP TECHNO - Load Diagram
LOAD DIAGRAM WITH LIFTING MOMENT LIMITING DEVICE

=Mmax

=Pmax

=Pmax

HD5

DE19774P (456)  Q (412)  R (375)

F1050R.2.4-HXP

lbs

48501 lbs

14319 lbs

.640355 lbs ft

P Q R

10°

23°

46351
18'10"13'7"

lbs
ft

33807 26400 21318 17504
24'1" 30'0" 36'7"

14319
44'0"

11530 9513
51'8" 59'7"

lbs
ft

0'

20'

5'

10'

15'

25'

30'

35'

40'

45'

50'

55'

0' 5' 10' 15' 20' 25' 30' 35' 40'

82,5°

48501
13'0"

Via Roma, 110
14021 Albino (BG)
Tel.: +39 035 776400
Fax: +39 035 755020
www.fassi.com
fassi@fassi.com

F1050R.2.9-HXP TECHNO - Load Diagram
LOAD DIAGRAM WITH LIFTING MOMENT LIMITING DEVICE
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F1050R.2.9/L436-HXP TECHNO - Load Diagram
LOAD DIAGRAM HYDRAULIC EXSTENSIONS WITH LIFTING MOMENT LIMITING DEVICE
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The decagonal section is characterised by increased mechanical performance, motion guides and the inertial stability of vertical loads. The result is that, in 
comparison to the hexagonal section, lighter solutions can be developed that offer the same mechanical performance, and higher mechanical performance can be 
achieved with the same weight.

In fact is an increase in vertical performance of more than 50% has been achieved.

F1050R.2-HXP TECHNO
Load diagrams - lbs/ft

PERFORMANCE + 50%
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The main feature of the new FX990 unit is the significant increase in resources with 
three CAN-BUS lines; one dedicated to sensors, one to controls and one to vehicle 

connection. The latter relates to the importance of previous developments, from FX-Link to the 
DBF (Drive by Fassi) function for the remote control of the truck via the crane’s V7 radio controller. In 

addition, two Ethernet lines further extend connectivity and processing power, another first.

   
New lifting moment limiting device FX990

Excellent power-to-weight ratio
Stability control FSC TECHNO

Permanent pulley system
Excellent hydraulic boom

Jibs L626 and L436
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